
FRENCH OAK ZENITUDE BOIS FLOTTÉ,
HERRINGBONE 90 TONGUE & GROOVE / 12 MM

N° 1022020

Packing 
Sqm/pack: 1.91 
Pack/pallet: 32 
Sqm/pallet: 61.12
Weight/sqm:  9.9 kg
Weight/pallet: 1 155,8 kg

Description
Width: 90 mm
Length: 590 mm
Thickness: 12 mm
Top layer: 2.5 mm
Core: HDF*
Counterbalance: unrolled wood
Profile: 4 bevels 

*High Density Fiber Board

Design 
Engineered single plank herringbone made under the patent EN 13489 
Tongue & Groove

Timeless natural hues
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Installation method

Pose flottante avec colle 
selon DTU 51.11

Glue down installation
under the patent DTU 51.2

Floating installation using
plastic DPM and Isol 20 or fully

glue down using Presto PM

Fully glue down using
Presto PM

 

Caracteristics
Species: French oak   Origin: France

Grade: Zenitude  -   light and dark wood, black knots, filled knots, partially opened knots, traces of discolouration, cracks, splits, heartwood, 
sapwood. Grade with all peculiarities of the wood. The size of the knots is proportional to the width of the planks. 

Finish: Bois flotté - brushed, matt lacquered with unfinished aspect / Ecostrong lacquer - Gloss: 4/6

CONCEPTION Registration, Evaluation,
Authorisation of Chemicals

* Emissions of volatile substances which could be
toxic if inaled. These are rated on a scale from A+
(very low) to C (high).


